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Violet Ray High Frequency Treatment 


INCE the creation of man, flesh has been heir to many ailments, disorders and 
pains. As far back as history takes us, we have records of “healers,” “med- 
icine men,” doctors and priests, to whom the sick were taken for relief. 


Following the various methods used to restore health in their chronological 
order would be practically impossible, for they were as varied as they were numer- 


ous, each generation improving on the methods formerly used, and the old cast 
aside for the new. 


Scientists, during the last few decades, have developed many new drugs, serums 
and mechanical devices for the treatment of disease, each in its turn cast aside as 
valueless, or of but little therapeutic use; but the VIOLET RAY HIGH FRE- 
QUENCY treatment has stood the test for more than a quarter of a century and 
is NOW RECOGNIZED and INDORSED by fully 80% of all schools of practi- 


tioners. 


There has been so much written of the wonderful results from the use of 
electricity as a therapeutic agent, that it is quite unnecessary to go into exhaustive 
details at this time. 


There are many recognized volumes published by leading physicians in this 
and foreign countries, regarding the value of electricity, amongst them being Dr. 
Eberhart, of Chicago; Dr. Snow, of New York City: Dr. Monnell, Dr. Bennett 
and others. The little we could add would be of slight importance. 


The principle involved in the Violet Ray treatment is purely mechanical and 
electrical. The ordinary commercial electric current 1s coarse and heavy, and when 
introduced into the body causes severe muscular contraction, making it impossible 
for the patient to undergo treatment in this manner. The High Frequency current 
is smooth and soft, yet possessing tremendous force to stimulate the nerves and 
blood supply. 


There is no pain, no muscular contraction, no disagreeable sensations, but a 
mild warmth that is at once pleasing and soothing. 


Pains are quickly relieved. 
Congestion is broken up as stimulation is given to each individual cell. 


Ozone is generated, supplying life-giving oxygen to the starving blood, both 
by absorption and inhalation. 


The Violet Ray of High Frequency is an active germicide, destroying the 
destructive micro organisms, at the same time preserving and improving the health. 


Hic! FREQUENCY currents are INHIBITIVE, counter irritant, or caustic, 
according to the strength of current and length of spark applied and the sum- 
mary of effects may be classed as follows: 


Ist—Increase of blood supply to a given area. 

2nd—Increase of oxygen in the blood. 

3rd—Increase of elimination of waste products. 

4th—Increase of bodily heat, without corresponding rise in temperature. 
Sth—Locally germicidal. 


6th—Mild sparks stimulate or sooth, according to length and character of ap- 
plication. 





/th—Strong sparks are caustic. 


| S8th—Sparks to spine increase arterial tension. 


| The current traverses the body in all directions, from the point of entry, and 
is, Of course, strongest at that point. 


We DO NOT CLAIM that the Rogers High Frequency Generator is a 
CURE-ALL, but years of observation has convinced us that it is very valuable 
in a large percentage of the ailments afflicting the human body. 





Method of Using High Frequency Generator 


| t ‘HE technique covering the general use of the Rogers High Frequency Genera- 
| ~ tor is as follows: 


Ist—Connect the Generator to any ORDINARY lamp socket, 110 volts, either 
alternating or direct current. 


2nd—Place the general applicator (No. 1) in the handle of the Generator by 
gently pressing it into place until it rests solidly in the socket. When 
properly inserted, it is impossible to turn the electrode in the handle, as 
all electrodes are provided with the Rogers patented square sockets and 
tips. 


3rd—Regulate the strength of current by turning the adjusting screw on the 
machine. 
Turning to the right increases strength. 
Turning to the left decreases strength. 


Test the strength of current by placing the electrode about % inch from 
the back of the hand, and if too severe, reduce until proper effect is 
attained. 


4th—Apply the electrode to the surface of the area to be treated, increasing 
the current as the tissues become accustomed to the spark, and use in 
this manner for five to ten minutes, or until relief is obtained. Use 
several times daily 1f desired. 


5th—Good results are obtained after above application by letting patient hold 
| - No. 12 metal electrode in one hand and have a second person massage 
the diseased area directly on the skin with light pressure. In this way 

the current is drawn through the tissues to afflicted parts. 


It is well to apply either Talcum powder or High Frequency lubricant on all 
areas where the surface electrode is to be used in contact with the skin, as it ren- 
ders the surface smooth and prevents the electrode from sticking. 


In some conditions the first few treatments may apparently aggravate the con- 
dition, but this will soon disappear and relief will be afforded. 


Method of Treating Most Common Diseases 


Abscesses: 


Use surface electrode. Adjust current mild at first, holding electrode % inch from skin. 
Inerease current gradually until it becomes hot and fairly sharp. Use for five to ten 
minutes two or three times daily if desired. 


Asthma: 


Use surface electrode. Adjust eurrent mild at first, holding electrode ™% inch from skin, 
applying spark through underclothes or towel. Relief is obtained also by using Ozone 
Generator (No. 15 eleetrode) for five to ten minutes. 









































Boils (Furunculosis) : 


Use surface electrode, applying strong spark to boil and surrounding area for eight to 
ten minutes twice daily. 


Blackheads: 


Hold electrode No. 12 in hand; adjust eurrent fairly strong, and have another person 
massage gently for five to six minutes, 


Bunions: 


Use surface electrode or eye electrode No. 10 over bunion. Apply mild current at first, 
having electrode in close contact, gradually increasing current and raising the electrode to 
throw a short spark to the skin. Use for six to ten minutes daily. 


Carbuncles—(See Boils) . 


Catarrh: 


Use surface electrode over nose and forehead. Use No. 5 electrode in the nose for three to 
five minutes with mild current. Use No. 15 Ozone Generator three to five minutes daily. 


Chapped Hands or Face: 


Apply High Frequency lubricant and use surface electrode for five minutes daily. Keep 
electrode in contact with skin. Adjust current quite strong. 


Chilblains: 


Use surface electrode in connection with High Frequency lubricant for ten minutes twice 
daily. Keep electrode % inch from skin, using fairly strong spark. 


Cold Extremities—(See Chilblains) : 
Cold in the Head—(See Catarrh): 


Constipation: 


Use No. 4 reetal electrode internally, lubricated first with vaseline. Apply five to six min- 
utes. Follow this with surface electrode over abdomen, in direct contact with skin for ten 
minutes, using strong current. Apply twice daily. 


Dandrufl: 


Use No. 11-B or No. 11-A comb electrode. Start with mild eurrent and increase until a 
decidedly prickline sensation is felt in scalp. Use for ten minutes. Follow by holding No. 
12 electrode in hand and have another person massage sealp with fingers. Use daily. 


Deafness, Earache, etc.: 


Use surface electrode around and back of the ear for five minutes, using mild current. Then 
use electrede No. 5 with strength of current sufficient to impart a pleasant warmth to elec- 
trode. Use until relief is obtained, but not more than ten to twelve minutes at one time. 
Use twice daily. 


Eczema: 


Apply Hizh Frequency lubrieant, cover area with handkerchief or thin cloth and apply cur- 
rent with fairly strong spark for eirht to ten minutes. Use surface electrode. Apply twice 
daily. 


Eye Diseases. 
Use electrode No. 10 in close contact with skin. Close the eye and continue treatment six to 
eight minutes. Apply daily. 


Falling Hair—-(See Dandruff) : 


This treatment promotes normal circulation, loosens the scalp and the ozone kills the germ 
that affects the folicles of the hair. Continued use will bring most gratifying results. Use 
frequently. 


Female Troubles: 


Use surface electrode over pelvis for five to six minutes, having electrode in close contact 
with skin. Then use No. 2 electrode internally, increasing current until decided warmth is 
felt. Do not turn on current until electrode is Inserted. Use daily six to ten minutes. 






































Frost Bites—(See Chilblains) : 
Gray Hair—(See Falling Hair) : 


Grippe: 
Use surface electrode over spine, solar plexus, lungs and head. Adjust current as strong as 


possible to bear and continue use for 15 to 20 minutes. Also, use the No. 15 ozone generator 
in connection. 


Hay Fever—(See Cold in Head): 
This treatment should be started a few weeks before the acute attack oceurs and continued 


thereafter. Relief will be manifest the first year and if used continuously will bring grati- 
fying results in most cases, 


Headaches: 


Headaches are from various causes. For any headache (except when caused by a toxic con- 
dition) apply the surface electrode to furehead, eyes, and back of the neck. Use a very mild 
current. Continue until relieved. 
When headache is caused by stomach disorders, apply surface electrode to stomach and over 
the spine, using fairly strong current. 

Insomnia— (Sleeplessness) : 


An inhibitive or soothing current is indicated in this condition. Relax completely in bed 
with face down. Have operator apply High Frequency lubricant to spine and use surface 
applicator in direct contact with skin. The electrode should be applied up and down both 
sides of posterior preeesses (back bone), using a very mild current. Continue for eight to 
twelve minutes. If electrode is inclined to stick to the flesh, place thin sheet or towel over 
the back and treat through it. 


Leucorrhea-——(See Female Troubles). 


Lumbago: 
This distressing condition frequently arises from contraction of the lumbar muscles. Apply 
the current with surface electrode, using strong spark through a towel over the small of 


the back until the skin is slightly red. Keep electrode moving rapidly. Change position and 
if pain appears again apply once more. Use for ten to fifteen minutes, twice daily. 


Massage—(See General Treatment). 
Nervousness— (See Insomnia). 


Neuralgia: 
Apply High Frequency lubricant. Use surface electrode over area affected. Start current 


very mild and increase until strong current is applied. Keep the electrode in close contact 
at first. Gradually raise it until strong spark is applied. 


Neuritis—(Same as Neuralgia). 
Pains—(See General Treatment). 


Paralysis: 


Use surface electrode over the afflicted area with strong spark. Apply to spine also and 
over back of neck and head. Continued treatment will bring relief in many cases. 


Piles— (Hemorrhoids) : 
Use No. 4 rectal electrode. Lubricate it with vaseline, insert and turn on strong current. 
Keep clectrode moving. Apply for ten to twelve minutes daily. 

Pleurisy: 


Use surface electrode. 


Pneumonia: 
Use ozone generator (No. 15). Apply electrode No. 1 over chest and back, giving sharp 
spark until skin is red. Use two or three times daily. 


Pyorrhea: 


Full instructions for oral diseases are given in special booklet, furnished on request. 





























Rheumatism: 


Rhe_umatism ordinarily responds quickly to the Violet Ray treatment. Apply surface elec- 
trode No. 1 on affected area, giving good spark. Apply through towel or by holding elec- 
trode one-quarter inch from skin. Treat seven to ten minutes. Now hold No. 12 electrode 
in the hand and have assistant gently massage the area. Use High Frequency lubricant in 
connection. Use twice daily. 


Scars: 
Sear tissue may be removed and general appearance greatly improved. The treatment must 
be continued for a protracted period. Use surface electrode, apply strong spark for five to 
seven minutes daily. 

Skin Diseases: 


Same as above. Use High Frequency lubricant in connection. 


Sore Feet and Bruises: 


Use surface electrode. Apply spark mildly at first, inereasing it until it becomes quite 
strong. Use High Frequency lubricant in conneetion. Treatments five to eight minutes 
daily. 


Sore Throat: 


Use surface electrode over throat and back of neck, also upper part of chest for five to eight 
minutes. Now use electrode No. 8 internally, using strong current for two to three minutes. 


Sprains—(See Sore Feet and Bruises). 





Stiff Neck and Joints: 


Apply surface electrode with good spark for six to eight minutes, then hold No. 12 electrode 
in hand and have assistant massage area gently for three to five minutes daily. 


Tonsillitis—(See Sore Throat). 


Ulcers: 


Apply strong current from surface electrode, 


Whooping Cough: 


Use ozone generator and apply spark from surface electrode over lungs, back and throat. 


Note—It is well to apply etther talcum powder or High Frequency Lubricant 
on all area where the surface electrode is to be used tn contact with the skin, as it 
renders the surface smooth and prevents the electrode from sticking. In some 
conditions, the first few treatments seem to aggravate the condition, but this 
will soon disappear and relief afforded. 














IMPORTANT NOTICE 


Goods are packed with great care to insure safe carriage. | 
They become the property of the purchaser when they leave 
our hands. Therefore, for all damages, etc., our customers | 
must look to the transporters for redress. We do not assume 
responsivility for goods forwarded by mail unless insured. 
This is done only upon instructions from customers. 
































Rogers Violet Ray High Frequency Generators, 
Electrodes and Electric Specialties 


te Os a ae | 


Patented Dec. 1, 1914. 
Patented May 14, 1918. 





Rogers Violet Ray High Frequency Generator complete with case and three 
Ee ee ee eee eat eer seth Waa Abd vo cesta ys nhedy n eLE $40.00 


Type H Generator is equipped with coils wound to produce very high voltage 
and oscillation, and generates considerable heat (amperage). It operates on alter- 
nating or direct current. 


The coils are mounted in a carrying case, 114x8%x5 inches, covered with 
leatherette, beautifully lined, and is reinforced with nickel-plated metal corners. 


Ample space is provided for seven electrodes and the handle and connecting 
cord, which are detachable. 


The spark-proof cord and handle are supplied with this outfit. 


Any three electrodes, except Nos. 14, 15 and 25 are included in the $40.00 price. 


The entire outfit weighs 5% pounds. 


We manufacture high grade X-Ray Equipment. Send for our Catalogue. 


———=— '| 





TYPE D 
Patented Dec. 1, 1914. 
Patented May 14, 1918. 





Type D, with Surface Electrode 
hayes TDs With Car ivune ee re oe a ee ie ae ee ei 


Weight, 3% ott J 


Type D Generator is equipped with coils sufficiently strong for all ordinary 
treatments required by the medical or dental professions. It is mounted in a 
mahogany finished case, 64x47x5% inches. The Vibrator and Control are 
heavily nickeled and are placed on the top of the case, making the Generator attrac- 
tive as well as highly efficient. 

Type D Generator Case will be furnished with any desired finish to correspond 
with office furniture at an additional cost of......... Ake RS eee EN 2 nD $4.00 


The carrying case for Type D Generator ts bound in black leatherette and has 
space for six electrodes. 


Any length of connecting cord, up to 20 feet, supplied upon request. 


/ 


All Generators are equipped with our patented sparkless cord and handle, 
rag them absolutely safe for both patient and operator. 


TYPE D PEDESTALS 


These pedestals are finished in mahog- 
any and are a great convenience in con- 
nection with the Type D machine. Equipped 
with bracket for holding handle. Machine 


cannot slip from its position on pedestal. 





No. 1 Pedestal No. 2 Pedestal 
Price $ 5.50 Price $7.50 
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Type “R” Unit Outfit 


Patents Pending 





eee eee Me ye MLE Om PER Oh: a) os bs OL dt ee ee ode oe ee a ee. Aen Ne ae $25.00 
Including carrying Case, suriace and: metal. electrodes... 27.00 


In the Rogers type “R” Violet Ray High Frequency Generator, complete in one 
piece, a number of new and important features have been developed which, without 
question, places it far in advance of any unit outfit ever produced, 

Heretofore, the principal defect in one-piece Violet Ray machines has resulted 
from the fact that the heat generated from the coils could not be eliminated from 
the handle. This caused not only the handle to become uncomfortably hot, but also 
the intense heat, being confined in the handle, generally destroyed the insulation of 
the coils with the result that sooner or later the Tesla, or secondary coil, would be 
burned out. In our new type “R” one-piece machine the heating problem has been 





entirely overcome by an air cooling system. This is accomplished by open ducts 
running the entire length of the handle through which the heat passes out, thus 
preventing the coils, as well as the handle, from becoming over-heated. A current 
of cool air constantly passes around the coils. Letters Patent are pending covering 
these features. 

The High Frequency current developed by type “R” machine is strong, but 
smooth and hot with an exceedingly high oscillation. This 1s a most desirable feat- 
ure in treating all conditions by the High Frequency electrical method. 

Another important feature of the type “R” is the ease of adjustment and its 
wide range. The exterior appearance is artistic and attractive, its numerous flat 
sides preventing rolling. 

The handle is made of the best hard rubber. The type “R” machine is guar- 
anteed for one vear. 











TYPE O 
Patented Dee. 1, 1914. 
Patented May 14, 1918. 





Price of Generator complete 


Carrying waese, bound in deatherette, extra, toy es 6.00 


Mounted in a neat portable and convenient case, the Type O delivers HIGH 
FREQUENCY, ACTUAL CAUTERY and OZONE. 


The High Frequency Coils are wound to produce a current of exceptionally 
high oscillation with a smooth, even spark or effluve that is pleasant but effective. 
Ample heat is generated to secute local hyperemia. The amperage is controlled 
so as to render the current absolutely safe. 


The cautery attachment is strong enough for all ordinary cautery work, heating 
the platinum point to the proper degree of temperature up to 12 amperes. The 
handle is provided with a thumb switch so that the operator has complete control 
of the current at all times. The current can be regulated to meet the requirements 
of any size cautery up to and including 12 amperes. This feature reduces the 
danger of burning out points of high resistance. 


The ozone attachment is provided with a glass reservoir for any solution re- 
quired, filtering the ozone and rendering it absolutely pure and at the same time 
eliminating the irritating gases manifest in the so-called ozone generators. Solu- 
tions may be speedily changed and the quantity of ozone regulated to suit the 
patient. 


An inhaler, covering nose and mouth, is provided with each Type O machine, 
with sufficient tubing for patient to be seated comfortably while under treatment. 
The complete instrument, combining three separate machines, is mounted in a 
handsome mahogany finished hardwood case, 12% inches long by 614 inches wide by 
714 inches in height. The weight is only 7% pounds. The trimmings are heavily 
nickel-plated, with polished hard rubber switch and controls, and it makes an 
attractive adjunct to the office, as well as a very serviceable instrument. 


Note—Read carefully printed instructions for operating machines packed with 
each outfit. 



































Noon 1 “Surtiage goer tron. (ites ge... oceans e 5 ae eh eo acne $1.00 


{An extra electrode of this mumber should be kept on hand for emergencies.) 








Non-Vacuum Electrode 


The Non-Vaeuum Eleetrode should give years of service, unless dropped and broken, and 
will reduce the up-keep expense of Violet Ray machines very materially. 























No. 2 (a) Vaginal Electrode (special insulated) 


This electrode is provided with perforations at extreme end so that ozone can be carried to 
any desired point. 











Wie EOE Somes mater Tied Cpa ie ea dc tic ors ee Re Sl eer nd he $1.25 


Also adaptable to treating arms and leys. 











Nios ou Ehecteal Ee ara “tart DO) et tees nn et ng arg nnn meen triennial 





Note-—Where illuminating current is not available we wind special coils for 
operation by batteries. 
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No. 20, 21, 22, Rectal—-Combined Dilator and High Frequency — one-third 
anktial sire Cplain). - Madeum thtes siege Hach. Pe al eel. perm A 
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No. 5 Nasal and Ear Electrode (insulated ) 0.0.0... seeeeee eee arepenyn ona 2711 





No. 6 Urethral Electr. 4e (insulated) 





Pi bade KOM a lemmrre at petty ee che es 2g is a Ae dry ha paw aces ks $2.50 


lf the Violet Ray does not appear in the electrode immediately when the cur- 
rent is turned on, increase strength of current and hold electrode in hand. The 
heat thus generated will break down the vacuum and allow current to enter. It 
may take 20 to 30 seconds. 
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No. 11 (b) Comb Electrode (plain) ....0....... ONC LAL RS ee $1.75 








Pigemie ivvetal” Wisettode: "tek cae, pert ee rm ten eee eee ea ie a ead 


No. 12 electrode is strong and excellent for general tonic as well as massage, leaving the 
operator’s hands free to draw the current to the area desired by contact of the fingers. 

















No: 8. Dental” Biectrode Ainstiated, “Snetiah) Sic eo eck ces ee cent $2.25 


Indented to hold absorbent cotton and medicament. 





No. 9 Deeal Flectrode “(inswlated:- special ji, oben eka eons $2.25 


Indented to hold absorbent cotton and medicament. 





No. 16, Dental Miectrode- Grstilated, special). ..-:.2 2. cack ln cee ZO 


For cavity or diagnostic work, 

















is Pia AI OES ape oe Se EN ary Me aa Yarateet i Mt ooe Same eae TET AE hI a ae Oe eS Pie $175 


Contoured for frontal gums. 





No. 18 Pyorrhea Electrode (insulated) \............ Ais Sea a $2.00 


as 





Wow Ze ety arate 1 \ OUST OUL Ns ly AN oes Pak AURA oe aceidaa hacia tee Saat’ $2.00 


(Indented or unindented.) For concentrating current over root if one tooth. 





Nov Pr +Condenrer (Electrode (septal ba tts ea cc. vlas Sin hae caps on gratde dy conan cng $3.50 


| This electrode, as its name indicates, condenses the current, producing a smooth effect and 
wenerating extreme heat, which is very desirable in most cases. It should be used especially in 
deep-seated troubles. 








No. 2s. -soatulate: or" 7 omeee (ple) 32ers ede $1.35 
t 
\| 
| 
Nouse. iPeast ADeweopen COGS WEG na hte cle hae a it a ig $4.00 
This electrode builds up the muscles and tissues of the flesh and hardens and develops the 


bust. 
























Ozone Generator 


This instrument is of universal benefit. As the body requires air 
at all times to maintain life and ward off disease, so persons who do 
not have the advantage of good outside air should use this instrument 
to invigorate the blood and exhilarate the body. We all know how 
many sufferers are sent to the mountains because of the ozone which 
those high altitudes supply. The Ozone Generator brings the moun- 
tain to Mohammed, figuratively speaking, for it produces a heavy 
flow of ozone combined with vaporized pine needle oil. To inhale 
these fumes 1s like a trip to the pine woods. [or lung and bronchial 


troubles this instrument gives quick relief and effects cures 

in a large percentage of cases. Observe the following in 

operating the Ozone Generator. Remove inhaler at top 

and deposit a half teaspoonful of pine needle oil in 

receptacle and replace cap. Insert the electrode in the 

handie of the machine, the same as other electrodes, turn 
on current, sit down, rest the handle of the machine on 
a table to prevent it dropping; hold the left hand around 
the neck below the glass container to draw the current, 
and, after the glass becomes warm, insert the small tubes 
in nostrils and agitate rubber bulb while inhaling. Use 
several times daily. 


Nee: Cigohe Gerteratorcese 20. Ble ee Jee ob) 

















HIGH FREQUENCY LUBRICANT 


This preparation is manufactured by The Rogers 
Electric Laboratories Co. especially for use in connection 
with electric treatment. For rheumatism, neuralgia, 
neuritis and kindred ailment, it proves invaluable. 


DIRECTIONS 


Pour a teaspoonful of the lubricant in the hollow of 
the hand and rub over the affected part thoroughly. Then 
apply the Violet Ray current, which will drive the Lubri- 
cant through the pores of the skin and to the source of 
pain. 


High Frequency Lubricant, per 6 ounce bottle... $1.00 


a rr eer ee eee —— 


EBERHART’S MANUAL OF HIGH FREQUENCY 


CURRENTS 
(New Edition.) 








To those who may desire to become more conversant 
with the practice of electro-therapeutics we recommend 
the “Working Manual of High Frequency Currents,” of 
which Noble M. Eberhart, A.M., M.S., is the author. 
Prof. Eberhart is probably one of the most noted authori- 
ties on electro-therapeutics in the country. His manual 
is largely devoid of the usual technical electric terms 


| and is especially intended for the busy physician who wishes to use high frequency 











currents and to learn how to do so with as little “red tape’’ as possible. The 
volume contains 320 pages, with many illustrations. Bound in cloth. 
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To WHOM It May Concern: 


The Rogers Violet Ray High 
Frequency Generators and also Elec- 
trodes with square tips are fully 
protected by United States letters 
patent dated Dec. 1, 1914, and May 
14, 1918. Other applications for pat- 
ents are pending. All manufactur- 
ers of infringing machines as well as 
square tipped Ilectrodes will be 
prosecuted and enjoined and held 
accountable for damages. Any per- 
son, firm or eccimpany selling an 
infringing machine, or square tipped 
Electrodes, 1s liable under the 


Jnited States patent laws. 
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Instructions for Operating the 
Rogers Violet Ray 
High Frequency 
Generators 


PLEASE READ CAREFULLY 
BEFORE CONNECTING 


KKM NAINA 
3 WALSH, 

10 Colonial Arcade 
Gieveiand, Ollie. 
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Instructions for Operating the Rogers 
Violet Ray High Frequency 
Generators 


Connect the attachment plug to a lamp 
socket and then turn on the current at the 
lamp base; or, the plug may be inserted into 
a wall receptacle socket if preferable. If the 
vibrator does not at once begin to operate, 
turn the controlling knob to the right slightly 
until this effect is obtained. Then should the 
current not come through into the electrode, 
hold the glass bulb in the hand for a moment 
or two. The warmth from the hand breaks 
down the vacuum in the tube, permitting the 
current to flow through. Adjust the control- 
line knob right or left to obtain the desired 
strength of current. Right increases and left 
decreases strength of current. This control- 
ling knob is not a switch and does not shut 
off the current, but is simply to regulate the 
amount of current delivered by the Genera- 
tor. As soon as through using be sure to 
turn off current at lamp socket or receptacle. 
The Generator will operate on either direct 
or alternating current, and on any voltage 
from 100 ub to 120. 


Generators are also made, when ordered, 
for operating on voltages from 120 to 250, 
direct or alternating, without extra cost. 


Do not permit Generator to run without an 
electrode being in the handle and the current 
drawn from the electrode. Otherwise the 
current 1s converted into heat and eventually 
will burn out the coils. 


If electrodes become loose in handle, un- 
screw end of handle and withdraw coil care- 
fully. Remove the electrode socket and press 
prongs together. 


If electrode breaks in handle, use same 
method for removing the end. 


If contact points wear down sufticiently to 
prevent strong current, unscrew adjustment 
knob and remove one or more of the fibre 
washers. Never remove enough of them to 
shut off current when knob is turned to ex- 
treme right. 


If Generator makes a loud, rattling noise 
and no current is received in the electrode, 
examine the cord connecting the two parts 
of machine which will usually be found to be 
broken. To repair (if near handle), remove 
the end cap, withdraw coil, release screws 
holding cord, cut cord a little below broken 
wire. Strip the new end 34 inch, replace 
insulation tape and connect as previously 
found. 


If break is near generator case, remove the 
four screws inside of case (Type D), lift 
cover carefully, and cut cord, and attach as 
previously found. 


Never place electrodes on cold surface 
after. using. The glass is warm and will 
crack if chilled too suddenly. 


The Generators need NO OIL. 


If machine does not operate after follow- 
ing these instructions, RETURN TO FAC- 
TORY for examination. 


To obviate any unpleasant sensation when 
first making contact with a patient, the operator 
should hold the thumb or forefinger against the 
glass tube at the end of the handle, thereby tak- 
ing the current until contact has been made As 
- soon as tie electrode is in contact remove the 
thumb or finger so that the patient will receive 
the full flow of current. This method will be 
found especially desirable in treating the throat, 
or teeth, nose or ear, as well as in rectal and 
vaginal work. 


In treating with the No. 12, metal elec- 
trode, let the patient clasp it in his hands 
before the current is turned on so that there 
will be no unpleasant sensation. The current 
should be turned down low at first and gradu- 
ally increased to the desired strength. ‘The 
operator’s fingers should then be run very 
lightly over the scalp and forehead and 
through the hair, the finger ends barely 
touching, so as to draw the current through 
the body and hair of the patient. 


Do not place electrodes on a cold surface 
after using. Otherwise breakage may occur 
from contraction. 


IMPORTANT 


Do not use the high frequency current on 
the hair when the latter has been treated 
with any preparation containing more than 
40 per cent alcohol. 
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